
Scan&Go srl 
Via della Tecnica 34 A/B - 41051 

Castelnuovo Rangone (MO) -  Italy 

Cell. +39 3924627285  

info@scan-go.eu                                                                                         

S
u
p
p
o
r
t 

fo
r 

G
N

S
S

 r
e
c
e
iv

e
rs

 a
n
d
 l
a
s
e
r 

s
c
a
n
n
e
rs

 B
L
K

JUNE 2025 



Support for GNSS receivers and laser scanners BLK360 

G1; G2; SE that allows the coordinates of the scanning 

center to be defined. 

The plastic structure that is transparent to satellite si-

gnals and the coaxial and elevated position of the 

scanner do not affect RTK measurements at all. 

The offset to be included in the GNSS measurement is 

defined by the factory: 
For BLK360 G1 is  -35,10 cm  

For BLK360 G2 and SE is  -34,3 cm   

The indicated offset is the same for any GNSS receiver, remember to digit the — (minus) sign as 

the measurement must be directed upwards and not towards the ground  

Using the new Cyclone Register 360 feature that allows you to create a virtual target for each 

scan, you can assign the measured coordinates to each scan as a topographic control. 

When moving between scans, it is not necessary to disassemble anything. 

The accessory is compatible with any GNSS receiver. 

It can be used on a trolley or on any tripod. 

Part number  ADP-BLK-GNSS 

ATTENTION 

BLK Tripod Adapter 

IS NOT INCLUDED 

Dimensions  22 x 25 cm 

Weight  1 Kg 



Spostamenti facili senza dover smontare nulla Nessuna interferenza nei segnali GNSS 

Part number  ADP-BLK-GNSS 



Made in Italy 


